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F1x 127 x -1 — E

4-1" ¢ H.S. Threaded Anchor il
Rods with hex nuts and lock
washers, Epoxy grouted.
Cost included with
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BASE PLATE DETAIL
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HSS 87" x

7//

2-3," ¢ x 6" Round Head Bolts

(With slot or approved recess in head.)
with locknut and flat washer.

@ Holes in tubing and posts.
/n hollow structural section may be drilled
in the field.

Holes

e

N.2-’2” ¢ x 6" Round Head
Bolts (With slot or approved

0

recess In head.) with
locknut and flat washer.

in the field.
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SECTION AT RAIL PGST

10-31-02

*Cut bottom end of
post to curb slope.

P R x2b” x A

SECTION A-A

_ Typ.
Top & Bottom \ j/sl/
P % x 2757 x A Locknut
Each Side A
Canr=s

57 ¢ x 15" Cap Screw
with flat washer

BOTTOM RAIL

Without Siot
or Recess

VIEW A-A
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max.

15 ¢ Holes for 1 ¢ x 47 Round Head Bolts.
Provide 2 flat washers & locknuts for

-

guard rail connection shown on Std. 631026
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357 ¢ Holes In hollow structural
section and post. Holes in holfow
structural section may be drilled

With Slot

As Required

B¢ Foles in Tube

I7°¢ Holes in B

\\ 3,7 ¢ Drain Hole

1 «;_37 ¢ x 6" Buffon Hd. Machine Bolts

(with slot or approved recess in
head) with locknut & flat washer.

/;' raffic side of rail

END OF RAIL DETAILS
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DETAIL OF b7 ¢ & 3 ¢

L ockmufm

ROUND HEAD BOLTS 5

P 37 x 2L x A
Top & Bottom

I8 x E Siotted
Holes in hollow —
structural section

RAIL SPLICE CONNECTION
AT EXPANSION JT.

e’ ¢ x 157 Cap Screw
me Flat washer & %7 ¢
X pipe spacer, " /ong

FLAU TOTAL |SHEET
RTE. SECTION COUNTY SHEETS| NG,
547 {02-11113-00-BR WILL 17 17
STA. TO STA.

FED. ROAD DIST. NO. lILLINOIS l FED. AID PROJECT

NOTES

Hollow structural sections shall conform to the requirements of
ASTM designation A 500, Grade B, Structural Steel Tubing and shall
meet the longitudinal CVN requirements of 15 ff-ibs at O°F.

All other steel shapes and plates shall conform to the requirements of
AASHTO M 270 Grade 36 except posts shall conform to AASHTO M 270,
Grade 50.

Bolts, cap screws and nuts shall conform to the requirements of
ASTM designation A 307 excepi that threaded rods, nufs and washers
shall conform to AASHTO M 164.

All bolts, nuts, cap screws, washers and lock washers shall be
galvanized according to AASHTO M 232.

All posts, railling, rail splices and anchor rods shall be galvanized after
shop fabrication according to AASHTO M 111 and ASTM A 385. Galvanized
rail shall not be painted.

Railing shall be gccording to Section 509 of the Standard Specifications,
except as noted, and will be paid for at the contract unit price per foot
for Steel Bridge Rail.

All fleld drilled holes shall be coated with an approved zinc rich
paint before erection.

Posts shall not be localed closer than 17-37" to an existing bridge
expansion joirit or end of bridge.

Steel Bridge Rail expansion joint shall be provided between any
two (2) posts which span g bridge expansion joint. Bolts located ot
expansion joint shall be provided with locknuts and shall be tightened only
to a point that will aflow railing movement.

Provide one 's”" and two lg*’ steel shims for 25% of the posts.
shall be similar 70 bose plates in size and holes.

Expansion joint width shall be "D" at 50° F and shali be adjusted for
other temperatures according to Article 503.10(c) of the Standard .
Specifications.

The Contractor shall use the capsule or the adhesive cartridge type anchor
rods that have been previously fested and given a prior approval by the
Department.  The Contractor shall instalf these anchor rods in pre-drilled
holes according to the manufacturer’s recommendations and procedures.

The capsule or the adhesive cartridge shall be sealed with pre-measured
amounts of the adhesive chemical.

Nuts for 1”7 ¢ threaded anchor rods connecting the base plate to the
concrete shall be tightened to a snug fit and given an additional g turn.

Shims

BILL OF MATERIAL

Item Unit
Steel Bridge Rail Foot

Quantity
616

SPLICE DIMENSIONS

T D A ] T 5
=7 2/2// 8 g 7 2/2“
=47=66" | 357 | 207 | 257 | 5h7 | 3b7
>62//§9// 57 g 3/ 77 6/2// 97
=97 =37 777 E 4/ 2 8/2” NG
Rail_Spiice R i 17 —

CONTRACT & 83777

3,7 ¢ Holes in hollow
structural section

‘3;7< 7yp.

Holfow structura

2h Top Rail
2" Bott. Rail
747 ¢ Holes in holfow

section

F 37 x 677 x AN f ——Locknut
Each Side
e M
%7 ¢ x 1% Cap Screw
w#h flat washer siructural
TOP RAIL

SECTIONS AT RAIL SPLICE

(67-3" Maximum Post Spacing)

Typ‘\ a

t TN

47 at rail splice
D at exp. ji. af 50° F.

T = Total movement at expansion joint as shewn on the design plans.

THIS SHEET BASED ON

IDOT BASE SHEET FOR
STEEL BRIDGE RAIL

CURB MOUNTED (2399)

FB\—L ocknut

e ¢ Holes

LOCKPORT TOWNSHIP
F.AU. (547) OAK STREET OVER FIDDYMENT CREEK

‘ in %" P SHT. $-6

PLAN-BOTT. SPLICE P

1 REVISIONS
NAME

ATE WILL COUNTY

TYPICAL

STEEL BRIDGE RAIL DETAILS

SCALE:
DATE:

DRAWN BY: VV
CHECKED BYz JRH

1/22/04

TENG & ASSOCIATES, INC.
ENGINEERSARCHITECTSPLANNERS
205 N.MICHTGAN AVE. CHICAGO, 11 60601

TENG
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